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3 1/2" PAR20 SERIES

WHITE PAINTED REMODEL HOUSING
(NO TRIM REQUIRED)
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CA2550
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Damp Location

120 VOLTS (CAN & USA.)

E174023R

Voltage

Thermal
Protector

OD Cut

3 5/8" (92mm)

T°C  120°C  No 031
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Dimensions

Overall Dimensions :
Length :
Width : 4 1/2
Height :

12" (305mm)
" (114mm)

6" (152mm)

PAR20 50W MAX

Ø 4 1/2"

114mm

12"

305mm

3 7/8"

98mm

Ø 3 1/2"

89mm

4 1/2"

114mm

1 1/2"

38mm

TECHNICAL SPECIFICATIONS

0,051" (1,3mm) thickness Galvanized Steel.
Below-ceiling accessible.
Hooks
Takes up to 7/8" thick ceiling.
Perfect fit into ceiling.
No light leak.

PAT#CAN 2,088,648 and #USA 5,377,088.

COMPATIBLE TRIMS AND ACCESSORIES

50W PAR20

BAFRE2550 (-01 white / -02 black)
C2550 (usual trim finishes available)
REFRE2550 (-BK black / -CH champagne / -CL clear)

*The C2550 collar requires a BAFRE2550 baffle or a REFRE2550
reflector in order to make the installation possible.
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