EiKC LITESPANLED

CERTIFIED GREEN

LED MR16 Dimmable : GU10 Base
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Narrow Flood and 40° Flood
- Shatter-resistant for reduced risk of injury or
breakage

Features

- Direct replacement for halogen miniature
reflector lamps

- 25,000 hour rated life lasting 30x longer than
halogen incandescent™

Contains no lead or mercury; RoHS compliant

5 year limited warranty
. dimmable
fr 120VAC
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Performance Applications
- MR16 GUIQ replaces 50W - 120V@60Hz - Recessed / Track Lighting
MR16 GU10 Halogen .
- Not for use with electronic Property Management
- Compatibility with a wide array timers, photocells, or mation/ - Accent/ Display Lighting
of dimmers OCCupancy sensors - Retail / Residential
- 80+CRI - For use with non-shunted - Hospitality
, tombstone lampholders - Houses of Worship
- Operating temperature range i
from -40°F to 104°F (-40°Cto  * Contains no mercury or lead, - Healthcare
40°C) classified as non-hazardous - Task Lighting
waste
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EiKC LITESPANLED

CERTIFIED GREEN

LED MR16 Dimmable : GU10 Base
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197"/50 mm 197"/50 mm
[ I 1
MOL 219"/
55.7mm
g8 | |
MR16 GU10 G7 MR16 GU10 G8
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10067 LED7WGU10/FL/827-DIM-G8 7W 500  2700K 80+ 40° 219" 25000 S0WGUID — *
10011 LED7WGU10/FL/830-DIM-G8 7W 500 3000K 80+ LQo° 219" 25,000 50W GU10 *
10081 LED7WGU10/FL/840-DIM-G8 7W 500 4O00K 80+ LQo° 219" 25,000 50w GU10 *
09988 LED7WGU10/NFL/827-DIM-G8 7W 500 2700K 80+ 20° 219" 25,000 50w GU10 *
10013 LED7WGU10/NFL/830-DIM-G8 7W 500  3000K 80+ 20° 219" 25000 S0WGUI0 — *
09496 LED7WGU10/FL/827-DIM-G7 7W 500  2700K 80+ 40° 219" 25000 S0WGUID — *
09497 LED7WGU10/FL/830-DIM-G7 7W 500  3000K 80+ 40° 219" 25000 S0WGUID — *
09498 LED7WGU10/FL/840-DIM-G7 7W 500 4O00K 80+ LQo° 219" 25,000 50W GU10 *
09546 LED7WGU10/NFL/827-DIM-G7 7W 500 2700K 80+ 20° 219" 25,000 50w GU10 *
09547 LED7WGU10/NFL/830-DIM-G7 7W 500 3000K 80+ 20° 219" 25,000 50w GU10 *
09548 LED7WGUL0/NFL/840-DIM-G7 7W 500  4000K 80+ 20° 219" 25000 S5S0WGUI0 — *
09435 LED7WGU10/20/827-DIM-G7 7W 500  2700K 80+ 20° 213" 25000 5S0WGUI0 — *
09436 LED7WGU10/20/830-DIM-G7 7W 500  3000K 80+ 20° 213" 25000 5S0WGUI0 — *
09437 LED7WGU10/20/840-DIM-G7 7W 500 40O00K 80+ 20° 213" 25,000 50W GU10 *
09438 LED7WGU10/40/827-DIM-G7 7W 500 2700K 80+ LQo° 213" 25,000 50w GU10 *
09439 LED7WGU10/40/830-DIM-G7 7W 500 3000K 80+ LQo° 213" 25,000 50w GU10 *
09440 LED7WGU10/40/840-DIM-G7 7W 500  4000K 80+ 40° 213" 25000 S0WGUID — *
08840 LED7WGU10/20/840-DIM-Gis 7W 450  4000K 80+ 20° 213" 25000 50WGU10
NOTE: Use order code when ordering. * ENERGY STAR® Approved

* 25,000 hour ENERGY STAR® rated life. 50,000 hour design life. See note on obverse.
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